No warranty of any kind

The City of Wichita Falls assumes no responsibility
results or damages resulting from its use.
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CONCRETE PAVEMENT SECTION

NOT TO SCALE

GENERAL NOTES:
. CONSTRUCT SAWED CONTRACTION JOINTS AT 10’ INTERVALS.
. CONSTRUCT TRANSVERSE EXPANSION JOINTS AT EACH END
OF CONCRETE PAVEMENT. SEE DETAIL.

. USE CLASS "A” ( MIN 425 PS| FLEXURAL STRENGTH
USING THIRD POINT LOADING) CONCRETE.

. SEE ITEMS 2.1.1., 2.2, 5.8, OF STANDARD SPECIFICATIONS.

. BACKFILL COMPACTED TO 90% OF ASTM D698 & DRESS
WITH SUITABLE MATERIAL FROM BACK OF CURB TO
PROPERTY LINE.

6. SUB GRADE PREPARATION MAY CONSIST OF FLY ASH
STABILIZATION, LIME STABILIZATION, CEMENT STABILIZATION,
OR SCARIFICATION AND RECOMPACTION.

7. WHERE SUB GRADE PREPARATION IS NOT FEASIBLE, THE
CONTRACTOR WILL PLACE A 6" SLAB WITH THE APPROVAL
OF THE CITY ENGINEER.
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The use of this standard is governed by the City of Wichita Falls Engineering Department.
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